
According to Annex III of the RegulaƟ on (EU) Nr.305/2011 (ConstrucƟ on Products RegulaƟ on)
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Fax: +44 (0) 1530 273564 
Email: sales@fsiltd.com   
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PARA

See ETA 21/0052 english : See batch number displayed in product

Fire Stopping and Sealing Products for Linear Gap Seals, See ETA 21/0052

FSi Limited, Westminster Industrial Estate, Tamworth Road, Measham, DE12 7DS, UK.

N/A

AVCP - System 1

N/A

ETA Danmark issued European technical approval - ETA 21/0052 on the basis of EAD-350141-00-1106 Fire Stopping and Fire Sealing 
Products & issued cerƟ fi cate of conformity 2531-CPR-CXO10122 

Please refer to the table below (NPD - No Performance Determined)

EN

ReacƟ on to Fire Class A1 According to EN13501-1
Resistance to Fire Resistance to fi re performance & fi eld of applicaƟ on in accordance with EN13051-2 

See ETA 21/0052 clause 3.2 - Annex C
Air Permeability Tested in accordance with EN 1026, See ETA 13/1070 Clause 3.3
Dangerous Substances See ETA 21/0052 Clause 3.5
Airborne Sound InsulaƟ on Tested in accordance with EN ISO 10140-2:2010 & EN ISO 140-3 & EN ISO 717-1 See 

ETA 21/0052 Clause 3.9 - Dne,w = 31dB
Service & Durability Type ZЖ: Intended for uses in internal condiƟ ons with humidity lower than 85 % RH 

excluding temperatures below 0°C, without exposure to rain or UV
Air Permeability Tested in accordance with EN ISO 1026:2000. See ETA 21/0052 Annex B
Other Not applicable/No performance determined

Signed for and on behalf of the manufacturer by:

                                                           .......                                                                                           .......
                                    L.Peach - Technical Director                                             M.Metcalfe - Firestop Manager
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